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Curtain walls

Casement windows and doors

Aluminium-wood windows and doors

Sliding windows and doors

Internal doors and partition walls

Systems for Handrails

Verandas

Shading systems

Photovoltaic applications

Accessories and design complements

Finishing and colours
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METRA. Design, Colour, Emotion.
Italian style desired the world over.

METRA’s integrated systems have been created
in order to provide quality solutions to any archi-
tectural and aesthetic need of the contemporary era.
METRA’s systems supply comfort and security
to your dwelling space.
METRA’s systems are characterized by:
a vast range of colours, accessories, design
complements, anti-break devices, automation
and ergonomic design.
Thermic insulation and a certified installation 
system (‘Posa Clima’) guarantee long lasting 
durability and energy saving.

People dreaming of their own house, dream of
METRA’s window and door frames.

METRA Quality 

The use of products and accessories branded Metra,
guarantees that you are using materials with long 
lasting performances and durability.

Metra’s systems have been certified by the most 
important test laboratories in Europe, obtaining the
highest performance results.

Just to be sure, choose original profiles, easily reco-
gnizable through the brand M which can be found in
the internal of the fastening and on each accessory. 

Remember that accessories are integral parts of the
system and only with METRA’s original accessories
you can obtain high performances. 

Metra is, furthermore, among the first Italian companies
to have obtained the trade mark on its own products
thus to favour the recognisability for the consumer
protection.

The quality of Metra’s systems is furthermore guaranteed,
by the certified production processes “European
trademark” and by the Company Quality System
which has been certified by RINA according to
ISO 9001:2008 norms.  

Technology

1 -  External profile
2 -  Internal bar for glass holding 
3 -  Back cover
4 -  Accessory for glass adjustment
5 -  Tightness gasket
6 -  Tempered laminated glass 
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Certified performance
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Resistance to impact  (TEST METHOD WITH A HARD BODY) EN 14019  

METRA’s parapet is resistant also in case of unintentional or accidental impact.  

Height of fall    
Class reached

Capacity of a parapet to
withstand the impact
from the internal side.
(method of test with 
hard body)                                                                                                                                                     

200 mm 300 mm 450 mm 700 mm 950 mm

1 2 3 4 5

Resistance to linear static load  NTC 2800

METRA’s parapet with a static load equal to 100 Kg/ms or 200 Kg/ms applied, has not suffered breaks or

permanent deformations.  

Linear static load 
applied to the superior

edge of the glass

Capacity of a parapet to
withstand a linear load,
applied to the superior
horizontal edge of the
glass, without breaks or
permanent deformations
taking place.  

Static loads according to NTC 2800
1000 N/m 2000 N/m
100 Kg/m 200 Kg/m

Resistance to impact (METHOD OF TEST WITH A SOFT BODY) UNI 10807

METRA’s parapet is resistant also in case of unintentional or accidental impact.

Use destination
Height of fall  

Capacity of a parapet to
withstand the impact
from the internal side.
(method of test with 
soft body)

Public use     Principal 
private use    

Secondary 
private use

300 mm 200 mm 100 mm

THEATRON Linea GLASS

METRA.
ADDING 
VALUE
TO YOUR
HOME






